Instrumentation Drivers - Feature #14600

Add support for circular buffers of waveforms after digitizer trip/trigger in CW mode.
11/22/2016 04:51 PM - Dennis Nicklaus

Status: Closed Start date: 11/22/2016
Priority: Normal Due date: 12/01/2016
Assignee: Dennis Nicklaus % Done: 0%
Category: Estimated time: 0.00 hour
Target version: Spent time: 0.00 hour
Description

We want to keep a circular list/copy of the waveform data for the last N trips (which trip off the digitizer) in CW mode.
After data is collected, re-arm the digitizer.
How to best allow access to earlier waveforms in the circular lists?

History

#1 - 01/04/2017 11:04 AM - Dennis Nicklaus

- Status changed from New to Closed

Implemented with 07d22ec4 and db53c778
Still to be determined: how many acnet devices to really implement that anyone will ever use. (I'll work with Elvin on that question.
The top byte of the misc field of the ssdn selects the n-th back triggered buffer. The low byte of the misc still selects the ADC channel.
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https://cdcvs.fnal.gov/redmine/projects/adinsthw/repository/revisions/07d22ec4707457c9fc35b8a81b6650fdb63f7f0a
https://cdcvs.fnal.gov/redmine/projects/adinsthw/repository/revisions/db53c778e2de19d9e70b8bf5486809fc0a38fcff
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