VME BPM - Bug #9344
Milestone # 9295 (Closed): Upgrade P1-line BPM system

Transition board channels are not properly mapped to digitizer channels.

07/01/2015 10:13 AM - John Diamond

Status: Closed Start date: 07/01/2015
Priority: Normal Due date:

Assignee: John Diamond % Done: 100%
Category: Estimated time: 0.25 hour
Target version: Spent time: 0.00 hour
Description

History

#1 - 07/01/2015 10:17 AM - John Diamond
- Status changed from New to Accepted

- % Done changed from 0 to 90

Updated configuration in p1bpmstartup-test:

# I:702RI, I:702RH, I:702RIN
bpmConfigureBPM 0, 0, 0, 4, 0, 0, 0, 1
# I:702RVI, I:702RV, I:702RVN
bpmConfigureBPM 2, 0, 1, 5, 1, 0, 2, 3
# I:714RHI, I:714RH, I:714RHN
bpmConfigureBPM 3, 0, 2, 6, 2, 0, 4, 5
# I:714RI. I:714RV, I:714RIN
bpmConfigureBPM 1, 0, 3, 7, 3, 0, 6, 7

#2 - 07/01/2015 12:59 PM - John Diamond
- Status changed from Accepted to Resolved

- % Done changed from 90 to 100

#3 - 07/01/2015 04:32 PM - John Diamond

- Status changed from Resolved to Closed
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